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Caja de Conexión Fotovoltaic a Avanzada

La caja de conexión FLEXware PV de OutBack Power 
marca un nuevo standard en los componentes auxiliares 
de sistemas fotovoltaicos. Ideal para sistemas pequeños 
o grandes, el FLEXware PV 8 y FLEXware PV12 alojan los 
elementos de protección de su sistema. La caja FLEXware 
PV permite trabajar con sistemas de protección de bajo 
voltaje con magneto térmicos de 150VCC hasta fusibles de 
600VCC para sistemas de alta tensión.

Ha sido diseñada para montaje en el exterior, la caja de 
aluminio está protegida de la lluvia y se puede montar en 
pared, tejado inclinado o poste. El terminal de conexionado 

negativo en ángulo facilita el cableado, evitando el 
problema habitual de los cables de mayor sección 
obstruyendo el acceso a los cables menores de entrada. 
Los terminales dobles de salida se incluyen para secciones 
de hasta 70mm². La tapa tintada ignífuga de policarbonato 
aporta un aspecto cuidado, al mismo tiempo que protege 
de contactos accidentales con conductores bajo tensión. 
Se puede retirar de forma fácil durante la instalación.

Con la serie FLEXware PV de cajas de conexión, sus 
instalaciones ganaran en fiabilidad y profesionalidad.

• Combina varias series (strings) 
de una instalación fotovoltaica

• Caja de aluminio resistente a la 
lluvia e intemperie

• Sistema de cableado que 
facilita la instalación

• Tapa transparente ignífuga de 
policarbonato

• Amplios troqueles para 
cableado

• Se puede montar en pared, 
tejado o poste

• Doble terminal de salida para 
cable hasta 70mm²

• Compatible con interruptores 
magneto térmicos de 150VCC 

 o  fusibles de 600VCC
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OutBack Power’s FLEXware PV Series Combiner Box sets the 
new standard for PV balance-of-system hardware. Ideal for 
both small or large systems, the FLEXware PV8 and FLEXware 
PV12 accommodates the overcurrent protection requirements 
of your application. From 150VDC breakers for low voltage PV 
systems, to 600VDC fuse holders for high voltage PV systems, 
the FLEXware PV Combiner series handles it all.  

Designed to survive in outdoor environments, the rainproof, UL 
type 3R powder coated aluminum chassis can be mounted on a 
wall, sloped roof or pole. The unique angled negative terminal 

bus bar design makes wiring fast and easy without the common 
problem of larger output conductors blocking access to the 
smaller input terminals. Dual output lug terminals are included 
for up to 2/0 AWG conductors. The tinted flame-retardant 
polycarbonate deadfront panel creates a clean appearance while 
preventing accidental contact with the live terminals and is easily 
removable during installation.  

The FLEXware PV Series Combiner Box makes it easy to take your 
installation to the next level.

FLEXwareTM PV
Advanced Photovoltaic Combiner

•	 Combine Multiple Strings from a 
Single Array

•	 Outdoor Rain-Resistant 
Aluminum Enclosure

•	 Optimized Wire Routing For 
Easy Installation

•	 Tinted Flame-Retardant 
Polycarbonate Deadfront Panel

•	 Generous Wiring Conduit Knockouts 

•	 Wall, Roof or Pole Mountable

•	 Accommodates dual 2/0 AWG 
output wiring

•	 Accommodates 150VDC Breakers  
or 600 VDC Fuses 
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