


150 WATT

ND-130UJF

ELECTRICAL CHARACTERISTICS

Maximum Power (Pmax)*

Tolerance of Pmax

130 W
+10%/-5%

Type of Cell Polycrystalline silicon
Cell Configuration 36 in series
Open Circuit Voltage (Voc) 219V
Maximum Power Voltage (Vpm) 17.4 V
Short Circuit Current (Isc) 82 A
Maximum Power Current (Ipm) 75 A
Module Efficiency (%) 13.1%
Maximum System (DC) Voltage 600 V
Series Fuse Rating 15 A

NOCT 47.5°C
Temperature Coefficient (Pmax) -0.485%/°C
Temperature Coefficient (Voc) -0.36%/°C
Temperature Coefficient (Isc) 0.053%/°C

*Measured at (STC) Standard Test Conditions: 25°C, 1 kW/m?2insolation, AM 1.5

MECHANICAL CHARACTERISTICS

Dimensions (A x B x C below)
Type of Output Terminal
Weight

Max Load

QUALIFICATIONS
UL Listed

Fire Rating

FM

WARRANTY

261" x 59.0” x 1.8”/662 x 1499 x 46 mm
Junction Box

30.9 Ibs / 14.0 kg

50 psf (2400 Pascals)

UL 1703 1]
Class C
NI CL1DIV2GPS A,B,C,D = s

25-year limited warranty on power output
Contact Sharp for complete warranty information

Design and specifications are subject to change without notice.

Sharp is a registered trademark of Sharp Corporation. All other trademarks are property of their

respective owners. Contact Sharp to obtain the latest product manuals before using any Sharp
device. Cover photo: Solar installation by Direct Power and Water, Alouquerque, NM.
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1-800-SOLAR-06 * Email: sharpsolar@sharpusa.com
www.sharpusa.com/solar

08L-033 - PC-11-08

Cell Temperature: 25°C
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